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® We are committed to  
Reducing your maintenance costs! 

ADVANTAGES 
 
 Eliminates safely varnish, dirt, lacquer, sludge and soot inside the engine 
 Frees the valves, allowing them to readjust themselves 
 Allows the engine to run more regularly and with less wear 
 Reduces abnormal oil consumption 
 Prevents obstruction of the oil lines 

 
ACTION 
Lubri-Lab's PROCESS D is a unique formula of high quality solvents designed to 
chemically ensure the cleaning of the internal areas of the engine. 
 
PROBLEMS 
The varnish, dirt and carbon (by-products of combustion and of the engine's normal 
wear) affect the engine's efficiency, the ports become sticky and the oil lines obstructed. 
 
The varnish and sludge reduce the valve clearance foreseen for adjustments seize up 
the engine parts which have lost tolerated clearance. The engine doesn't run well and is 
subject to locking. It is then thrown out of order. The hydraulic valve lifters whose 
tolerances are particularly critical are the most touched; locking of these valve lifters 
bring about the rapid deterioration of the camshaft. 
 
The varnish, sludge and carbon, including the increased engine oil temperature in the 
oil pan cause gumming of the piston rings and abnormal oil consumption. 
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SOLUTION 
PROCESS D dissolves and eliminates varnish, gum and sludge. The PROCESS D keeps 
the deposits in suspension in the oil until the next oil change. 
 
PROCESS D cleans the deposits formed on the internal engine parts. It frees the valves 
which resume their original adjustment. The engine runs more smoothly and with less 
wear. 
 
DIRECTIONS 
For cars and small truck engines (Diesel or gas): 
Add 350 ml to the used oil. 
Let the engine run at least 5 minutes. 
Change the oil and filter.  
 
For heavy Diesel trucks engines: 
Add 1/2 liter to the used oil 
Run the engine for 5 minutes 
Change the oil and filter. 
 
**For motor more than 80 000 km consult your distributor. 
 
 
Availability: Case (12 x 1 Qt), 2.5 gal, 5 gal, 15 gal, 55 gal. 
   Case (12 x 1 liter), 10 liter, 20 liter, 55 liter, 205 liter. 


